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Product Description Notes 

AW 1220 
Carnauba wax 
emulsion 

Printing inks & OPV: provides soft-touch and COF reduction. 

AW 3810 
HDPE wax  
emulsion 

Flexo inks: optimum balance dry rub resistance / gloss / cost. 
OPV: high gloss and hardness. 

AW 4840 
HDPE wax  
emulsion 

Food contact regulation compatible. Flexo inks: provides high rub 
resistance. OPV: high gloss and hardness. 

AW 3765 
Copolymer wax 
emulsion 

Printing inks & OPV: provides COF increase and rub resistance. 

      

AW 6815 
Waxes mixture 
emulsion 

Printing inks & OPV: provides soft-touch and COF reduction.  
Water-repellent properties. 

      

AW 8460 
HDPE wax  
dispersion 

Flexo and pre-printing inks: high dry rub resistance.  
OPV: provides gloss reduction and hardness. 

Our complete range of additives for aqueous inks provide improvement on several parameters, 

such as gloss, resistance to dry rubbing, water repellency, hardness, levelling, etc.; depending on 

the specific need, we will be able to recommend a particular product.  

Flexo and OPV inks: HDPE wax non-ionic emulsions are the basic products. They provide high 

resistance to dry rubbing at a moderate cost, without reduction in gloss. The basic product is AW 

3810. For products in indirect contact with food, or in general, more restrictive applications in terms 

of components, AW 4840 is the indicated product. For additional protection, AW 8460 dispersion 

could be used, with a small reduction of gloss.  

Inks for pre-printing: AW 8460. This dispersion allows the ink to withstand the subsequent pro-

cesses to which the printed cardboard is subjected, with great protection against dry rubbing. 

When a high COF (coefficient of friction) is necessary, the use of AW 3765 helps in this regard, 

both in inks and in varnishes. Finally, when it comes to providing an improved feel and reduced 

tacking, we recommend the use of carnauba wax emulsion AW 1220, with a low surfactant content. 

If it is also intended to improve water repellency, AW 6815 is an excellent aid. 

List of recommended products above. For special requirements, we have other alternative products and techni-
cal developments, available on request. Please, contact us for particular requirements. 


